SPECIFICATION SHEET

GLOBAL SAFETY

Technical Data

Color White, Hi-Vis Yellow, Yellow,
Black, Gray
Sizes Available 0os
Packaging Bagged Each
Packed 10/Case
Case Dimensions (in) 23.03 x 9.45 x 17.91
Case Weight (Ibs) 12.57
Country of Origin United Kingdom
Shell Material HDPE
Shell Non-Vented
Brim Style Cap Style
Brim Length Standard
Size Adjustment Wheel Ratchet
Suspension 6 Point Polyester
Chin Strap 4-Point Polyester
Sweatband Chamlon
Size Range 53cm-63cm
Certifications TAA Compliant
JSP® Evolution® Deluxe 6252 Performance Data
Cap Style Safety Helmet with HDPE Shell, 4-
Point Chinstrap, 6-Point Suspension and Wheel ANSIType Typell
Ratchet Adjustment

¢ High-Density Polyethylene (HDPE) shell designed with five raised
channels running across the top for strength, and an extended back
area for extra protection

e EPS (Expanded Polystyrene) liner helps absorb impact

* Unique "3D Adjustment” provides a precise fit using harness depth
settings unlike any other hard hat on the US market today

* Revolution™ wheel ratchet is easy to use and creates a firm
comfortable fit

¢ Includes a 4-point cross-over chin strap with quick release buckle
that is adjustable for a safe & secure fit

e Chamlon sweatband
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GLOBAL SAFETY

SKU Information

SPECIFICATION SHEET
sTvLE: 280-EV6252-CH

SKU COLOR SIZE UPC UPC (INNER) UPC (CASE)

280-EV6252-CH-11 Black oS 5038428947251 10198987050693 5038428947268
280-EV6252-CH-40 Gray os 5038428945042 10198987163898 5038428945059
280-EV6252-CH-LY Hi-Vis Yellow 0os 5038428947558 10198987063747 5038428947565
280-EV6252-CH-10 White oS 5038428947213 10198987050679 5038428947220
280-EV6252-CH-20 Yellow os 5038428947237 10198987050686 5038428947244
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