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Uniform Technology™
Taffeta ISO 6 (Class 1,000) Cleanroom Frock

Taffeta Fabric - 100% Polyester

Raglan Sleeves for more movement

Military Collar for a clean look

Snaps at front opening and sleeve hem for easy donning
Launder before wearing in an ISO cleanroom

Meets standards required for use in ISO 6 (Class 1000) - ISO 8
(Class 100,000) cleanrooms and other controlled environments

KEY: ({(DMade from recycled or bio-based g Launderable & Recyclable via TerraCycle®

Technical Data

Color White
Sizes Available S-3XL
Packaging Case
Packed 1/Case
Case Dimensions (in) 24,02 x 15.98 x 12.01
Case Weight (lbs) 2.01
Country of Origin China
Clothing Type Frocks
Fabric Taffeta
Closure Snap
Construction Low-Lint

Product Circularity Reusable / Launderable

Performance Data

ISO Cleanroom 1SO 6 (Class 1,000)

Care Instructions

Our garments do not come wearer ready meaning they need
to be laundered before an employee wears them in an ISO
class cleanroom. Average wear and tear lifespan is 50-100
washes. Make sure all zippers and snaps are closed. Use less
harsh soap (milk alkaline or neutral soaps) or detergents.
Wash at 120°F for colors and 140°F for whites. Rinse cold. No
bleach. Tumble dry moderate (140°F). After drying tumble dry
cold for 5 minutes. No iron.

PIP GLOBAL SAFETY | PROTECTION EMPOWERED™

AMERICAS: +1(800) 262-5755 | EUROPE: +34-96182-41-48 | AMEA: (ASIA, MIDDLE EAST, AFRICA) 852-2475-9228 | www.pipglobalsafety.com



GLOBAL SAFETY

SKU Information

SPECIFICATION SHEET
stvLe: CFR-60WH

SKU COLOR SIZE UPC UPC (INNER) UPC (CASE)

CFR-60WH-S White S 616314550386 10616314550383 20616314550380
CFR-60WH-M White M 616314550379 10616314550376 20616314550373
CFR-60WH-L White L 616314550362 10616314550369 20616314550366
CFR-60WH-XL White XL 616314550393 10616314550390 20616314550397
CFR-60WH-2XL White 2XL 616314550317 10616314550314 2061631455031
CFR-60WH-3XL White 3XL 616314550324 10616314550321 20616314550328
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