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Spray Adhesive, 16.25 Wt Oz
No. 03018 | Item# 1003268 | Case# 1003267

Product Description A general purpose quick tack adhesive especially
formulated to bond to many foils, plastics, papers, foams,
metals, cardboards and cloths. Utilizes a unique web spray
applicator.

Applications Labeling boxes & machinery, sealing & re-sealing boxes &
packages for shipment, hanging insulation, repair of
furniture & display materials as well as general interior
maintenance.

Unit Package Description 24 Ounce Aerosol

Brand CRC

Generic Description 1 Spray Adhesive

Net Fill 16.25 Wt Oz

UPC Code 078254030180

Unit Dimensions 9.19H x 3W x 3D in

Units Per Case 12

Case Dimensions 9.75H x 12.25W x 9.25D in

Cases Per Pallet 80

Case Weight 17 lbs

I 2 of 5 Code 30078254030181

Appearance White, Lacy Band

Flash point (F) -4°F

Flash point (C) -20°C

Flammability Class - CPSC Extremely Flammable

Plastic Safe Yes (*Test in a small, inconspicuous area first)

Curing Time 24 Hours

Working Temp (F) -20 to 123°F

Working Temp (C) -29 to 51°C

Propellant Hydrocarbon

Aerosol Flammability Level III

DOT Proper Shipping Name Aerosols, Flammable, Limited Quantity
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VOC % (Consumer Product
def)

35.8

VOC g/L (Consumer
Product def)

271.3

VOC lbs/gal (Consumer
Prod def)

2.26

VOC Category Web Spray Adhesive

Removal (How To) Remove with adhesive remover, degreaser, acetone or
paint thinner


