
Technical Data

Color Clear
Sizes Available OS
Packaging Bagged Each
Packed 10/Case
Case Dimensions (in) 14.57 x 14.57 x 14.57
Case Weight (lbs) 49.60
Country of Origin United States
Certifications TAA Compliant

Performance Data

Activation Time 45 Minutes

SPECIFICATION SHEET
STYLE: 390-PCVCP1

EZ-Cool®
Replacement Phase Change Cooling Packs - 2
Pack

1 set of 2 cooling packs
PCM is non-flammable and non-combustible
To activate, place cooling packs in freezer or soak in ice water for up
to 1 hour until solid throughout
Cooling effects last for up to 3 hours
Reusable

PIP GLOBAL SAFETY | PROTECTION EMPOWERED™
AMERICAS: +1 (800) 262-5755 | EUROPE: +34-96182-41-48 | AMEA: (ASIA, MIDDLE EAST, AFRICA) 852-2475-9228 | www.pipglobalsafety.com
This document and the information contained herein is the property of Protective Industrial Products, Inc. (PIP) and may not be used or reproduced without permission.
Product users should conduct all appropriate testing or other evaluations to determine the suitability of PIP products for a particular purpose or use within a particular
environment. PIP DISCLAIMS ALL WARRANTIES OTHER THAN AS EXPRESSLY PROVIDED. 2026-07-29



SKU Information
SKU COLOR SIZE UPC UPC (INNER) UPC (CASE)

390-PCVCP1 Clear OS 616314100901 01616314100900 02616314100909

SPECIFICATION SHEET
STYLE: 390-PCVCP1
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